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SMART LED CONTROLLER

Connection scheme with ONE l ight unit 

Connection scheme with TWO l ight units



ex.
EASY LED
UNIVERSAL

Input/Output: 12VDC to 24VDC, Ø2.1 DC Socket
CH1: INPUT/OUTPUT max. 5A; CH2: INPUT/OUTPUT max. 5A

ex.
EASY LED
UNIVERSAL

Input/Output: 12VDC to 24VDC, Ø2.1 DC Socket
CH1: INPUT/OUTPUT max. 5A; CH2: INPUT/OUTPUT max. 5A

SMART LED CONTROLLER

Connection scheme with ONE l ight unit 

Connection scheme with TWO l ight units



SMART LED CONTROLLER

SHOPFITTINGS – FISH AQUARIUM UNIT

5A ADAPTOR

YOUR LIGHT UNIT ADAPTOR



SMART LED CONTROLLER

Connection scheme with TWO l ight units

Input/Output: 12VDC to 24VDC, Ø2.1 DC Socket
CH1: INPUT/OUTPUT max. 5A; CH2: INPUT/OUTPUT max. 5A

ex.
EASY LED
UNIVERSAL
(1049mm, 1200mm,
1450mm)

5A
5A

2,5A 2,5A

2,5A 2,5A




